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1 Copyright Notice 
This document is copyrighted, 2016, by Advantech Co., Ltd. All rights are reserved. Advantech Co., 
Ltd. reserves the right to make improvements to the products described in this manual at any time. 
Specifications are thus subject to change without notice. 

 
No part of this document may be reproduced, copied, translated, or transmitted in any form or by 
any means without the prior written permission of Advantech Co., Ltd. Information provided in this 
manual is intended to be accurate and reliable. However, Advantech Co., Ltd. assumes no 
responsibility for its use, or for any infringements upon the rights of third parties which may result 
from its use. 
 
All the trademarks of products and companies mentioned in this document belong to their 
respective owners. 
 
Copyright © 1983‐2016 Advantech Co., Ltd. All Rights Reserved 
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3 WISE‐1520 evaluation kit 
3.1 Product Looks 

I. WISE‐1520 

 
 
II. WISE‐DB1500 
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3.2 Hardware installation 
Important Notice: 
For all Advantech M2.COM series products, please handle the M2.COM on Carrier board following 
the process below to ensure the M2.COM will not be damaged under M2.COM with carrier board 
assembly process. 
 
Wrong handling process: 
When you mount or dismount the Advantech M2.COM on your carrier board, please DO NOT exerts 
force on both ends of the board.   

           
 

Photo 1. Wrong handling process 
Correct handling process: 
Angled insertion is allowable and preferred; intent is to minimize the insertion/extraction force. The 
minimum of angle of insertion is 5° 

 

         
Photo 2. Correct handling process 
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3.3 WISE‐1520 Specification 

 
3.4 WISE‐DB1500 Specification 
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4 Quick setup   
4.1 Set into AP mode 

Please check both 3.3V and GPIO0 of CN2 are shorted on WISE‐1500 and press reset button to 
restart device into AP mode. 

 

 
4.2 Connect to device.   

The user can connect her/his WiFi enabled device PC/Smartphone to WISE‐1520 which is 
connected with default SSID “WISE‐1520‐<mac address>” and security type “OPEN”. The 
snapshot is showing that the notebook is connected to device. 

 

 
4.3 Open main page. 

Open browser, go to http://192.168.1.1 or http://wise1520.net and login by default 
account/password (admin/admin). 
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4.4 Open page “Profiles”. 
Select item “Profiles” on top of main page. 

 

4.5 Create new session with method “Text” or “Selection”. 
Fill in all columns of SSID, Security Type, Security Key and Profile Priority as below. 

 

 
Create new session in “Text”. 

 

 
Create new session in “Selection” 
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4.6 Check connection status.   
After the connection is successful, alert message is displayed as below. 

   
Note: During connection status check, user’s device PC/Smartphone might connect to 

different AP, user needs to reconnect to WISE‐1520 device again. 
 
 

4.7 Set AgentLite reported server 
GO to the Device Config page and fill in field “Server Name”, and press “Apply” to browse the 

WISE‐PaaS/RMM 
 

 
  Note: Default WISE‐PaaS/RMM URL is m2com‐standard.eastasia.cloudapp.azure.com, 

please fill your URL if you setup your own WISE‐PaaS server. 
 

 
4.8 Set into station mode 

Follow the instructions showed on the website. 
Please check both 3.3V and GPIO0 of CN2 are opened on WISE‐1500 as below and restart the 

device. 
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4.9 Visit the WISE‐PaaS/RMM on Microsoft Azure cloud server 
The webpage redirect to WISE‐PaaS/RMM which for showing your WISE‐1520 data 
 

 
 
 
 

4.10 Register for your WISE‐1520 development kit 
Please fill information to the form, the server will send you an e‐mail for activate your 

WISE‐1520 
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4.11 Explore your WISE‐1520 with WISE‐PaaS/RMM 
You will see the WISE‐PaaS/RMM present the sensor data and I/O status in real‐time. 

 


